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LamegaDina Cordless Snow IP54

LamegaDina Cordless Sand IP54

LamegaDina Cordless Fuchsia IP54

LamegaDina Cordless Land IP54

500019 ®
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 = FIXT Im 321

Electronic power supply included

500020 )
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 = FIXT Im 321

Electronic power supply included

500021 )
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 # FIXT Im 321

Electronic power supply included

500022 )
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 = FIXT Im 321

Electronic power supply included
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LamegaDina Cordless Night IP54

LamegaDina Cordless Carrot IP54

ares:

500023 &
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 = FIXT Im 321

Electronic power supply included

500024 &
NATURAL WHITE LEDs

5W

Battery pack: 7,2V 4h

LED Im 400 = FIXT Im 321

Electronic power supply included

Electronic power supply included
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Switch and charger receptacle

Polyethilene cap

-~ e

Aluminium support
for electrification

Battery pack

|

LED module
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Polyethylene bulb
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Greta Pendant Snow

Greta Pendant Night

Greta Pendant Land

Greta Pendant Fire

ares

11073139

TC-TSE 3x23Wmax/230V E27

11073140

TC-TSE 3x23Wmax/230V E27

11073141

TC-TSE 3x23Wmax/230V E27

11073142

TC-TSE 3x23Wmax/230V E27

=

30°.

cd /1000 Im
—Co/ci80 ----C90/C270

=

cd /1000 Im
—Co/ci80 ----C90/C270

cd /1000 Im
—Co/ci80 ----(90/C270

=

cd /1000 Im
—Co/cC180 «-+-£90/C270
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Chiara -« P67 ¥ © (€

» Round recessed luminaire for outdoor installation on wall and Dimensions
ground.

¢ Configuration: die-cast aluminium structure. EN AB-47100 (low
copper content)

e Double layer coating for high resistance to corrosion: chemical
conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder.

2130
©

¢ Sandblasted glass with silkscreen border, AISI 316L E
stainless steel frame.

e Glass fixed to the aluminium body through a robotic gluing system

e Protection Rating: IP67 I~

53

e In compliance with EN 60598-1

* Class of insulation: | [ —

* Installation: the luminaire is equipped with a plastic cable gland
and a piece of cable for an easy-to-make connection. Outdoor use
requires suitable flexible cables assuring the watertightness of the
cable gland. Installation requires a dedicated box to be ordered
separately. It is important to provide a »20omm gravel layer or a
drain system (for concrete surface) to ensure good drainage and to
avoid water stagnation.

¢ Warning! Use IP68 connectors to avoid water ingress from the cable.

0. Inox

Pre-wired with approx
250mm of cable.

Do not install in

hollow areas. Installation requires a

30cm water drainage
layer (gravel)

Static load: 500Kg
kg walk over

A

N

Recessed wall fitting

Check that diffuser's Protection against
temperature “T max °C” '\ impact.
(testec_t at 2500 IK 08 - 5,00 joule
complies with your local
regulation
Remote device required.

. for 220-240V version

2013
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LED / Stainless Steel Frame - Sandblasted Glass

530001

COOL WHITE LEDs
8W/220-240V

Total power 8,7W

LED Im 680 = FIXT Im 496

530002

NATURAL WHITE LEDs
8W/220-240V

Total power 8,7W

LED Im 599 = FIXT Im 437

530003

WARM WHITE LEDs
8W/220-240V

Total power 8,7W

LED Im 567 # FIXT Im 413

530004

COOL WHITE LEDs
7W/24V d.c.

Total power 7,3W

LED Im 580 # FIXT Im 342

Remote electronic power supply

to be ordered
aill Acc. 144 or 176

530005

NATURAL WHITE LEDs
7W/24V d.c.

Total power 7,3W

LED Im 551 # FIXT Im 325

Remote electronic power supply

to be ordered
_alll Acc. 144 or 176

530006

WARM WHITE LEDs
7W/24V d.c.

Total power 7,3W

LED Im 523 # FIXT Im 309

Remote electronic power supply

to be ordered
Al Acc. 144 or 176

S)

&

®

B lux  lux
m g Max Med
500. — | -8 3
/400 — - 4
113.00 8
2.00 18
/ 1.00 n
90° . \
d /1000 Im
—0/C180 ----C90/C270 a=46.1°+46.1" B=422°+42.2°
lux  lux
Max  Med
-8 3
.12 4
.22 8
50 18
199 7
¢d /1000 Im
—C0/C180 ----(90/C270 a=46.1"+46.1° B=422°+42.2°
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Accessories: Chiara s

50 87 144 175
BOX FOR INSTALLATION POWER SUPPLY 10W/110+240V - 24V d.c. POWER SUPPLY 17W/110+240V - 24V d.c. POWER SUPPLY 10W/110+240V - 24V d.c.
160 H70mm P20 CLASS II SELV. (15W@110V) IP20 CLASS II SELV. IP67 CLASS Il SELV.

gns
L i — b
21 — :
L & 7 -4
| | ¥ : s /
124

g b%@
103
DIMMABLE: PUSH-DIM OR 1..10V
176 147 155 156
POWER SUPPLY 17W/110+240V - 24V d.c. POWER SUPPLY 20W/220+240V - 24V d.c. POWER SUPPLY 50W/120+240V - 24V d.c. POWER SUPPLY 100W /120+240V - 24V d.c.
|P67 CLASS Il SELV. IP67 CLASS Il SELV. IP67 CLASS Il SELV. IP67 CLASS Il SELV.

DIMMABLE: PUSH-DIM OR 1...10V

154 110

POWER SUPPLY 17W/220+240V - 24V d.c. POWER SUPPLY 70W/220+240V - 24V d.c.
with EMERGENCY MODULE 1H IP67 CLASS II. SELV EQ.

“FAST EMERGENCY”

Accessories chart

acc.code P | 50 | 87 [ 110|144 147 | 154 | 165|156 | 175|176
prod.code V¥

530001 .

530002 .

530003 °

530004 ° o | o | o

530005 . o | o | o

530006 . o | o | o

2013 13
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e Square recessed luminaire for outdoor installation in wall and
ground.

¢ Configuration: die-cast aluminium structure. EN AB-47100 (low
copper content)

* Double layer coating for high resistance to corrosion: chemical
conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder.

e Tempered transparent glass with silkscreen border, moulded
silicone gasket and stainless steel springs for fixation to the box for
installation.

e Glass fixed to the aluminium body through a robotic gluing system

e Protection Rating: IP67

e In compliance with EN 60598-1

e Class of insulation: IlI

* |Installation: the luminaire is equipped with 300mm of cable for an
easy-to-make connection. Outdoor use requires suitable flexible
cables assuring the watertightness of the cable gland. Installation
requires a dedicated box to be ordered separately. It is important
to provide a >200mm gravel layer or a drain system (for concrete

surface) to ensure good drainage and to avoid water stagnation.

e Warning! Use IP68 connectors to avoid water ingress from the cable.

Remote device required.

Do not install in
hollow areas. Pre-wired with approx

300mm of cable.

Installation requires a Check that diffuser’s
20cm water drainage temperature “T max °C”
layer (gravel). (tested at 25°C)

complies with your local
regulation

Static load: 1500Kg
walk over

Protection against

'\ impact.
D IK 10 - 20,00 joule

ares

P67 ¥ @ C€

Dimensions

300

50

2013
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K12 In-&%; LED / Narrow beam 10°

5241 1 1 @ lux lux
COOL WHITE LEDs 6x s ) ] Max  Med
6x2W/24V d.c. 5 00 R 660 413
Total power 11,8W - -~ -1031 645
LED Im 988 # FIXT Im 898 Egi ]2‘;‘758

Remote electronic power supply

_— to be ordered o | ) B
d /10001
' . ' . . ' —CO/OB; ~~~~mc90/c270 a=6.2"+6.2" B=49°+49°

524112 S
NATURAL WHITE LEDs 6x
6x2W/24V d.c.

Total power 11,8W

LED Im 927 = FIXT Im 843

Remote electronic power supply

to be ordered

524113 @
WARM WHITE LEDs 6X
6x2W/24V d.c.

Total power 11,8W

LED Im 770 = FIXT Im 699

Remote electronic power supply

to be ordered

K121In ;;:;; LED / Medium beam 40°

524121 S)
COOL WHITE LEDs 6X
6x2W/24V d.c.

Total power 11,8W

LED Im 988 = FIXT Im 683

Remote electronic power supply

to be ordered
P00000

524122 S
NATURAL WHITE LEDs 6x
6x2W/24V d.c.

Total power 11,8W

LED Im 927 = FIXT Im 641

Remote electronic power supply

to be ordered

524123 @
WARM WHITE LEDs 6X
6x2W/24V d.c.

Total power 11,8W

LED Im 770 = FIXT Im 532

Remote electronic power supply

to be ordered

K12 In '}_;; LED / Diffused light

524101 &
COOL WHITE LEDs

10W/24V d.c.

Total power 10,5W

LED Im 811 = FIXT Im 447

Remote electronic power supply

to be ordered

ailll Acc. 144 or 176

524102 ®
NATURAL WHITE LEDs
10W/24V d.c.

Total power 10,5W
LED Im 771 = FIXT Im 424
Remote electronic power supply

to be ordered
ailll Acc.144 or 176

524103 e
WARM WHITE LEDs

10W/24V d.c.

Total power 10,5W

LED Im 732 = FIXT Im 403

Remote electronic power supply

to be ordered

ailll Acc. 144 or 176

16 2013
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K12 In -&%; RGB / Diffused light

524104 e
RGB FULL COLOR LEDs

9W/3CH 24V d.c.

Total power 9W

Remote electronic power supply

to be ordered

Wiring diagram and installation scheme RGB

Max 5 luminaires K12ln
for each code 148

"7 DMx ) BUSDMX

ICONTROLLER!
| 14201143 POWERSUPPLY POWERSUPPLY:
1 orPC+143 | SCHQUDC—y .= 3CH2AVD.C.
[ i DMXINTERFACE DMXINTERFACE
 coous o
_—
190-260V
K12 In -%; LED / Diffused light Il
524131 @
COOL WHITE LEDs
10W/24V d.c.

Total power 12W

LED Im 811 = FIXT Im 447
Remote electronic power supply
to be ordered

52413211 ©
NATURAL WHITE LEDs

10W/24V d.c.

Total power 12W

LED Im 771 = FIXT Im 424

Remote electronic power supply

to be ordered

524133 @
WARM WHITE LEDs

10W/24V d.c.

Total power 12W

LED Im 732 # FIXT Im 403

Remote electronic power supply

to be ordered

Integrated controller to set the automatic reduction of light emission

- -—e LA =
" s T mEEEEEE - - . :“
- m = = [ ] Ay 1 7 e "
1 2 3 456 7 89101 12 -'l‘l“F o |
LIGHT 4 - Y it[ ] i y
100% A58 TE 2.3 = [
s
PERTORTANSE 1 ADIUSTABLE o 'L
! REDUCED y
| uGHT EMisSION ) f
= T E RN
TIME

2013 17



Accessories: K12sq/K12rc/K12In

ares®

151
BOX FOR INSTALLATION
120x120 x H 95mm

87
POWER SUPPLY 10W/110+240V - 24V d.c.
IP20 CLASS Il SELV EQ.

—

[
IS

124

20

147
POWER SUPPLY 20W/220+240V - 24V d.c.
P67 CLASS Il SELV EQ.

—-

148

POWER SUPPLY with DMX interface for RGB
fixtures 55W/220+230V-3CHx24Vd.c.
(3CHx18W) DMX controller allowed

IP67 CLASS | SELV EQ.

270
2 t@

186
DMX CABLE - SHIELDED TWISTED PAIR WITH
110 Ohm CONSTANT IMPEDANCE.

_—

18

152
BOX FOR INSTALLATION
220x120xH 95mm

183
BOX FOR INSTALLATION
322x70xH 95mm

==

I

153

SUCTION CUP TO PULL THE LUMINAIRE

175
POWER SUPPLY 10W/110+240V - 24V d.c.
P67 CLASS Il SELV EQ.

144
POWER SUPPLY 17W/110+240V - 24V d.c.
(15W@110V) IP20 CLASS II SELV EQ.

i ——

176
POWER SUPPLY 17W/110+240V - 24V d.c.
IP67 CLASS Il SELV EQ.

F
o = B t f 240 Q‘
!
= Jo=——1
103
DIMMABLE: PUSH-DIM OR 1...10V DIMMABLE: PUSH-DIM OR 1..10V
155 156 154

POWER SUPPLY 50W/120+240V - 24V d.c.
IP67 CLASS Il SELV EQ.

330
3 [E—p

POWER SUPPLY 100W /120+240V - 24V d.c.
IP67 CLASS Il SELV EQ.

330
Je=——"1

POWER SUPPLY 17W/220+240V - 24V d.c.
with EMERGENCY MODULE 1H
“FAST EMERGENCY”

142
DMX CONTROLLER; dimmer switch for
recessed box (60mm hole centres)

086

10

=

187

DMX SPLITTER - ELECTRONIC DEVICE TO
REGENERATE THE DMX SIGNAL. 1 INPUT AND 7
OUTPUT. 12+24VDC POWER SUPPLY TO BE
ORDERED

DMX
OUT  24v  DMXIN

53

120

143
DMX CONTROLLER; stand-alone/PC interface

90

2013

110
POWER SUPPLY 70W/220+240V - 24V d.c.
IP67 CLASS II. SELV EQ.




ares:

Accessories chart

acc.code P | 151 (152|183 (153 | 87 | 175|144 | 176 | 147 | 155|156 | 154|148 | 142|143 110 | 186|187
prod.code V¥

K12 sq

524001 ° R R T I Y

524002 ° o o | o

524003 . e | o | o o o o | o

524004 ° ° e | o | o o | o
524011 ° ° ° ° ° ° ° o
524012 . e | o | o o | o | o .
524013 ° e | o | o e | o | o )
524021 ° ° ° ° ° ° ° °
524022 . e | o | o o | o | o .
524023 ° e | o | o o | o | o )
524031 ° ° ° ° ° ° ° °
524032 . e | o | o o | o | o .
524033 ° ° ° ° ° ° ° °
K12 rc

524501 . ° o | o | 0o |0 | o

524502 . . o | o | o )
524503 . . e | o | o |0 | o

524504 . . o | o | o o | o
524511 . ° e | o | o 0
524512 . . e | o | o 0
524513 . . e | o | o 0
524521 . ° e | o | o 0
524522 . . e | o | o 0
524523 . ° e | o | o 0
524531 ° . e | o | o .
524532 . . e | o | o .
524533 . ° e | o | o 0
K121In

524101 o | o o | o | 0|0 | @

524102 o | o e | o | o o
524103 ° ° ° ° ° ° °

524104 o | o o | o | o o | o
524111 o | o e | o | o o
524112 o | o e | o | o o
524113 o | o e | o | o .
524121 o | o e | o | o °
524122 o | o e | o | o °
524123 o | o e | o | o .
524131 o | o e | o | o °
524132 o | o o | o o .
524133 o | o e | o | o .
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New Torcia -« P65 ¥ @ C€

¢ Outdoor cylindrical bollard light. Dimensions

e Configuration: stainless steel top disc, turned aluminium junction,
extruded aluminium pole and die-cast aluminium base. Double layer
coating for high resistance to corrosion: chemical conversion coating
on the aluminium surface followed by a first layer of epoxy powder

230

1880
——

AN

and a second finishing layer of polyester powder.

¢ Opal polycarbonate diffuser for LED versions, transparent

230
7

polycarbonate diffuser with metal antiglare louvre for fluorescent
versions.

* Protection Rating: IP65 o 4280
by

¢ In compliance with EN 60598-1

900

) ) 970
e Class of insulation: |

500

« Installation: outdoor use requires suitable flexible cables. The
luminaire is equipped with a piece of three-pole cable. Pole in-

1200

270
f——

270
[

ground: we recommend to concrete the root of the pole to improve =
stability. Pole with base: we recommend installation on a concrete

basement or surface, directly with bolts or through the dedicated
fixing plate (to be ordered separately).

2140
au
_&
o
2140
au

¢ Warning! Use IP68 connectors to avoid water ingress from the cable

gl =7
N
o~
N N
= o
270 & 270
- — 0 ] e
N (=)
1. White 2. Aluminium 3. Anthracite Black 9. Rust-red 2
Bollard Light Wall fitting
v/ v %
o o o
| | g g
% % 2
The fitting is K Protection against
equipped with impact. o o o
1 cable input D IK 09 -10,00 joule SJ g,j g,&

275

30°

530

2013
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New Torcia / Wall Version

New Torcia -&%; LED / Wall Version

22

ares

528001
TC-DEL 18W G24g-2
Electronic ballast

528002
TC-DEL 26W G24g-3
Electronic ballast

528003

COOL WHITE LEDs
8W/220+240V

Total power 8,7W

LED Im 840 = FIXT Im 756

528004

NATURAL WHITE LEDs
8W/220+240V

Total power 8,7W

LED Im 740 # FIXT Im 665

528005

WARM WHITE LEDs
8W/220+240V

Total power 8,7W

LED Im 700 # FIXT Im 630

Lux

2
™
/ NS
~ A\ .
25
35
d/1000Im = 0
2 0
—Co/C180 -+ £90/C270 m
Lux H=Tm 2
7 s
—— 10+ "\
/ N
5 1
(.C5)
d /1000 Im 2 0 0
—C0/C180 -+~ £90/C270 m
Lux H=Tm >
v ™~
0
/ T \
\5
A\
cd /1000 1m g —Z/ﬁ‘ﬁ‘T\ B VR 2
—C0/CI80 -+~ C90/C270 m






New Torcia / Pole Version

New Torcia -&%; LED / Pole Version

24

528006
TC-DEL 18W G24g-2
Electronic ballast

528007
TC-DEL 26W G24g-3
Electronic ballast

528008
COOL WHITE LEDs
8W/220+240V
Total power 8,7W
LED Im 840 = FIXT Im 756

528009
NATURAL WHITE LEDs
8W/220+240V

Total power 8,7W
LED Im 740 = FIXT Im 665

528010
WARM WHITE LEDs
8W/220+240V
Total power 8,7W
LED Im 700 = FIXT Im 630

ares

2013

cd /1000 Im
—Co/c180 ----C90/C270

Lux

cd /1000 Im
—Co/c180 ----C90/C270

cd /1000 Im
—Co/c180 ----C90/C270
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New Torcia / Poles Poles With Base

1505

H.500 mm

1509
H.900 mm

I 1512
I H. 1200 mm

New Torcia / Poles Poles In-Ground (+300 mm Root)

1605

H.500 (+300) mm

1609

H.900 (+300) mm

1612

H. 1200 (+300) mm

Accessories: New Torcia Accessories chart
21 acc.code p | 21 acc.code p | 21 acc.code p | 21
BASE PLATE AND FIXING BOLTS
A28 00D prod.code V¥ prod.code ¥ prod.code V¥
. 1505 ° 528002 528009
1 1509 ° 528003 528010
| 1 | 1512 . 528004
| 1605 528005
1609 528006
1610 528007
528001 528008
Correct Fixing Method Correct Fixing Method Incorrect Fixing Method
Bollard fixed on plinth + plug Bollard fixed on plinth + fixing bolts Do not fix the bollard directly on the ground
| AN/ | A\ A {770 \ / [ (1
g Tt DAL)AL ‘mc\‘mMWWMMhi,{ﬁlﬂ.“rw‘m“Ul g

o S L T S

2013 25
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Dome
Expanded I
silicone "—L
gasket T T
[ 4 T 0] 0] : Led module
. . PY
v v
Transparent
polycarbonate
tube
—0
Diffuser
[ 2

Die-cast amluminium
structure/

Power supply
housing

Power supply

Die-cast aluminium
fixing base
°

215mm

600 mm

1000 mm

N Extruded aluminium
structure
(reduced section)

>~

Measures and proportions
of the available versions:
215/600/1000 mm

26
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Zefiro P65 7 [O C€

 Outdoor cylindrical bollard light. Dimensions
e Configuration: die-cast aluminium cap EN AB-47100 (low copper

content) and extruded aluminium pole with double layer coating

for high resistance to corrosion: chemical conversion coating on the

aluminium surface followed by a first layer of epoxy powder and a

second finishing layer of polyester powder.
e Transparent polycarbonate diffuser, silicone gaskets

* Protection Rating: IP65

¢ In compliance with EN 60598-1

N\

e Class of insulation: Il O

« Installation: outdoor use requires suitable flexible cables. The
luminaire is equipped with a piece of two-pole cable and an IP67
connector for single or end to end connections. Pole in-ground: we
recommend to concrete the root of the pole to improve stability. Pole
with base: we recommend installation on a concrete basement or [ —
surface, directly with bolts or through the dedicated fixing plate (to 7
be ordered separately).

600

8215

AN

1000

2150

8215 ) 0150

| : 7

1. White 2. Aluminium 3. Anthracite 4. Black 9. Rust-red

Bollard Light The fitting is
equipped with

. 1 cable input

Protection against

\ impact.
D IK 07 - 2,00 joule

2013

2150
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Zefiro -&%; LED / H.215mm

Electronic power supply included

532001 &
COOL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1345

532002 ®
NATURAL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1278 WALL VERSION
Electronic power supply included

532003 @
WARM WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1213

Electronic power supply included

POLE VERSION

Zefiro -&%; LED / H.600mm

532004 &
COOL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1345

Electronic power supply included

532005 @
NATURAL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1278

Electronic power supply included

532006 @
WARM WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1213

Electronic power supply included

Zefiro -&%; LED / H.1000mm

532007 @
COOL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1345

Electronic power supply included

532008 @
NATURAL WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1278

Electronic power supply included

532009 S
WARM WHITE LEDs

14W/110+240V

Total power 19,5W

LED Im 1213

Electronic power supply included

28 2013
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Accessories: Zefiro s’

2]

BASE PLATE AND FIXING BOLTS HIGH RESISTANCE INGROUND FIXING BASE
174 x H200mm

Accessories chart

acc.code P | 21 | 185

prod.code V¥

532001 o | o

532002 o | o

532003 e | o

532004 e | o

532005 o | o

532006 e | o

532007 e | o

532008 o | o

532009 e | o

Correct Fixing Method Correct Fixing Method Incorrect Fixing Method
Bollard fixed on plinth + plug Bollard fixed on plinth + fixing bolts Do not fix the bollard directly on the ground

‘MHHVM ﬂ“‘lm w;

-
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Design by Ares Concept
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« Pole top luminaire for installation on pole or wall (by a wall mounting Dimensions
bracket).

« Configuration: die-cast aluminium structure. EN AB-47100 (low
copper content) %
* The top cover in pre-galvanized sheet is secured to the housing by
four extruded aluminium (6060) arms.
e Double layer coating for high resistance to corrosion: chemical
-

conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder. 260

560

e Theinternal part of the top cover is painted in white for an enhanced
light distribution.

e Lamp housing in clear or opal acrylic 3mm thick. Silicone gaskets.

2740

* Protection Rating: IP65

¢ In compliance with EN 60598-1

¢ Class of insulation: I, Led module: Il

 Installation: the fixture is equipped with a M20ox1,5mm cable gland
and 1m cable (3x1.5mmq). Re-lamping is through the removal of a
disc fitted on the top cover.

560

2. Aluminium 3. Anthracite o

Pole top luminaire Protection against

K impact.
D IK 07 - 2,00 joule

@740

The fitting is
equipped with

. 1 cable input
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Andrea -,l:l; LED / Pole @ 60mm - Opal (inside) Acrylic Diffuser

121263112 @
COOL WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 4026 = FIXT Im 2854

Electronic power supply included

—
N
&
S
="

cd /1000 Im
—Co/ci80 ----C90/C270 m

121264112 S)
NATURAL WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 3779 = FIXT Im 2679

Electronic power supply included

121265112 ©®

WARM WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 3135 = FIXT Im 2222

Electronic power supply included

Andrea -,l:l; LED / Pole @ 102mm - Opal (inside) Acrylic Diffuser

121263114 @
COOL WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 4026 = FIXT Im 2854

Electronic power supply included

—
N
&
S
— ="

cd /1000 Im
—Co/ci80 ----C90/C270 m

121264114 S
NATURAL WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 3779 = FIXT Im 2679

Electronic power supply included

121265114 ©®
WARM WHITE LEDs 30X
30x2W/110+240V

Total power 48W

LED Im 3135 = FIXT Im 2222

Electronic power supply included

125

WALL BRACKET for @60mm head

665

2740

2. Aluminium 3. Anthracite

2013 31
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Andrea / @ 102mm - Poles with Base and Acces Door

41 40 Available colours

H.4000 mm

} 4150
H.5000 mm

2. Aluminium 3. Anthracite

Andrea / @ 102mm - Poles In-Ground (+500 mm Root) with Acces Door

41 45 Available colours

H. 4000 (+500) mm

4155

H.5000 (+500) mm

2. Aluminium 3. Anthracite

2013
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Accessories: Andrea Accessories chart

116 acc.code P |116| 76
BASE PLATE AND FIXING BOLTS

230x230 xH 200mm prod.code ¥

H 1214420
L | 12115320
12115420
r° ° ) 12115520
L - 12144112
12144114
12144115
121153112
121153114
121153115
121154112
76 121154114
2Wa\/ terminal block 3 poles IP68 121154115

(@5+13mm cable)
121155112

m M 121155114
121155115
121263112

121263114
121264112
121264114
121265112
121265114
4140 °
4145
4150 °
4155
125

200

0230
170

Correct Fixing Method Correct Fixing Method Incorrect Fixing Method
Bollard fixed on plinth + plug Bollard fixed on plinth + fixing bolts Do not fix the bollard directly on the ground

N

e
j 2\ m uU“MM b umwn) wm)‘m@m@wm Ll mM Jm
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Design by Ares Concept
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* Square spot light for outdoor installation on wall, pavement or ceiling.

* Configuration: die-cast aluminium structure. EN AB-47100 (low copper
content).

e Double layer coating for high resistance to corrosion: chemical
conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder.

e The wiring unit and the emitting unit are connected through a pivot
allowing rotation around the horizontal and the vertical axis.

e Tempered transparent (with silkscreen border) or sandblasted
glass fixed to the aluminium structure through a robotic gluing
system. The pivot has a graduated disk and a stainless steel screw
to set the position of the emitting unit along the vertical axis, while
the horizontal adjustment is based on a self-locking mechanism.
Installation on wall through a stainless steel fixing plate.

Protection Rating: IP65
 In compliance with EN 60598-1 standards

¢ C(lass of insulation: |

Installation: wiring through an EPDM rubber cable gland (5¢@<omm
cable). Outdoor use requires suitable flexible cables assuring the
watertightness of the cable gland. Installation on wall requires a
dedicated fixing base supplied with the luminaire.

1. White 2. Aluminium 3. Anthracite 4. Black 9. Rust-red
m Ceiling fitting g Wall fitting
\
Floor installation The fitting is
equipped with
. . 1 cable input

i

Protection against

K impact.
D IK 09 - 10,00 joule

34 2013

Dimensions
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1067957

COOL WHITE LEDs
10W/220+240V

Total power 13W

LED Im 889 = FIXT Im 439

Electronic power supply included

cd /1000 I B
—C0/C180 . 6° B=45.7°+457"

10618857
NATURAL WHITE LEDs
10W/220+240V

Total power 13W

LED Im 845 = FIXT Im 417

Electronic power supply included

1068057

WARM WHITE LEDs
10W/220+240V

Total power 13W

LED Im 802 FIXT Im 396

Electronic power supply included

-.J'\-\.. i
o "‘.'—-_ A L vtk
—— — ¥ - __.-Ii
= -y, el d..!‘_¥ ,t i %
) +: 3 o "J . " Ty
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Martina Inox 316L Underwater :

¢ Outdoor round spotlight

e Configuration: stainless steel AISI 316L structure with stainless steel
adjsutable bracket.

e Tempered transparent or sandblasted glass with silkscreen border,
nitrile rubber gaskets.

¢ Glass fixed to the structure through a robotic gluing system.
e Protection rating: IP68 (1mt)

e In compliance with EN 60598-1 standards

e (Class of insulation: IlI

« Installation requires a selv equivalent remote power supply.

« Installation: the luminaire is equipped with 5 meters neoprene cable
fixed to a cable gland placed inside the luminaire.

0. Inox

Ceiling lamp Wall lamp

Floor installation The fitting is
equipped with
. 1cable input.
Cable lenght: s000mm
Remote electronic Protection against
power supply K impact.
IK 05 - 0,70 joule MiniMartina 316L
IK 07 - 2,00 joule Martina 316L /MaxiMartina 316L

ares’

2013

IP68avmn 7 <@ C€

Dimensions

®

42
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-
50
o ®
=
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MiniMartina ;2:.'; LED / Inox 316L Underwater - Transparent Glass - Adjustable - Medium Beam 30°

105171143 S
NATURAL WHITE LED x
1W/350mA

Total power 1,2W

LED Im 97 = FIXT Im 78

Remote electronic power supply
to be ordered

ailll Acc. 184

MiniMartina +&%: RGB / Inox 316L Underwater - Sandblasted Glass - Adjustable

38

105173143 =Y
RGB FULL COLOR LED 1X
3W/3CHx350mA

Total power 3,2W

Remote electronic power supply
to be ordered

2013

30°

cd /ldDD Im
—Co/C180 ---- £90/C270

100
1| 2.00--
3.00--
|| 400~
500

a=15.0"+15.0" $=15.0°+15.0°

Wiring diagram and installation scheme RGB
Max 10 luminaires MINIMARTINA RGB

for each code 141

,,,,,,, \BUS DMX

| DMX

| 14201143 4
1 orPC+143 |
}

ICONTROLLER| 220-240V

oD 141

3xlout -|
DMXout]

3xlout -|

g @

DMXout]

X
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Martina ;lj.'; LED / Inox 316L Underwater - Transparent Glass - Adjustable - Wide Beam 50°

105172144 ©®
NATURAL WHITE LEDs 3X
3x1W/24V d.c.

Total power 4,5W

LED Im 344 = FIXT Im 211

Remote electronic power supply

to be ordered

—C0/C180 --.-C90/C270 a=25.0°+25.0" B=25.0°+25.0"

Martina ;;j.'- RGB / Inox 316L Underwater - Transparent Glass - Adjustable - Medium Beam 35°

105174144 =)
RGB FULL COLOR LED 1X
3W/3CHx350mA

Total power 3,2W

Remote electronic power supply
to be ordered

,,,,,,, \ BUSDMX
| DMX

Wiring diagram and installation scheme RGB
\CONTROLLER} 220-240V
| 1420r143

Max 10 luminaires MARTINA RGB
for each code 141
' Ji
| orPC+143 ' C
L —— ’ oD 141
T ) _ + - + - +1f -
Ji

coD 141

2013
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MaxiMartina ;lji; LED / Inox 316L Underwater - Transparent Glass - Adjustable - Medium Beam 30°

MaxiMartina -&-

105266145 S
NATURAL WHITE LEDs 6X m
6x1W/24V d.c. 1.00 .
Total power 9W 11200
LED Im 927 # FIXT Im 332 300
Remote electronic power supply ||500 -
fo be ordered 30°
cd /1000 Im
—0/C180 -+ £90/C270 a=13.2°+13.2° B=17.3"+17.3"
MaxiMartina =e%; LED / Inox 316L Underwater - Transparent Glass - Adjustable - Medium Beam 30°
105211145 S
NATURAL WHITE LEDs 9x m Max  Med
9x1W/24V d.c. || 100 .. - 1310 834
Total power 14,7W 200 - ggg
LED Im 1391 # FIXT Im 537 200 5
Remote electronic power supply . 5.00 .. 33
to be ordered 30° R
cd /1000 Im
—0/C180 -+ £90/C270 a=13.9°+13.9° B=18.0"+18.0°
RGB / Inox 316L Underwater - Transparent Glass - Adjustable - Medium Beam 35°
105256145 9 Wiring diagram and installation scheme RGB
RGB FULL COLOR LED 4% M g g
ax 2 luminaires MAXIMARTINA RGB
4x3W/3CHx350mA for each code 141
Total power 12,8W
Remote electronic power supply
to be ordered
,,,,,,, , BUSDMX - M i -
T omx DMXin=3xlout+] _m
ICONTROLLER) 220-240V g o
| 14201143 1 =
| orPC+143 | E__omou])
L, 1 COD 141
o +0 - +4 - +1 -
EMX-in-—3xlout+|
2 Sxlout= m
= BMXout])

40

oD 141
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Accessories: MiniMartina se;

ares®

Inox 316L / Martina *s%; Inox 316L / MaxiMartina *s%; Inox 316L Underwater

136

GROUND SPIKE - H 200mm

75

3 way terminal block 3 poles IP68
(@5+13mm cable)
o
=

76

2 way terminal block 3 poles IP68
(@5+13mm cable)

106

POWER SUPPLY DUAL FUNCTION

24Vd.c. 8W 100+240V

lout 350mA (6x1W) 100+240V - IP65 CLASS Il

1
N ) SELVEQ.
75 e
020 90 —Z" ‘ ’m
H 52
147 110 141 142

POWER SUPPLY 20W/220+240V - 24V d.c.
IP67 CLASS II SELV.

143
DMX CONTROLLER; stand-alone/PC interface

90

186
DMX CABLE - SHIELDED TWISTED PAIR WITH
110 Ohm CONSTANT IMPEDANCE.

_—

POWER SUPPLY 70W/220+240V - 24V d.c.
IP67 CLASS II. SELV EQ.

POWER SUPPLY with DMX INTERFACE for RGB
fixtures 36W/220+240V-3CHx350mA
(3CHx12W) DMX control allowed

|P67 CLASS | SELV EQ.

DMX CONTROLLER; dimmer switch for
recessed box (60mm hole centres)

086

10

=

175
POWER SUPPLY 10W/110+240V - 24V d.c.
IP67 CLASS Il SELV.

| —

155
POWER SUPPLY 50W/120+240V - 24V d.c.
P67 CLASS Il SELV.

180 330
g ﬁ%ﬁm 2 ﬁ%@
187 184
DMX SPLITTER - ELECTRONIC DEVICE TO POWER SUPPLY 16X1W/110+240V -
REGENERATE THE DMX SIGNAL. 1 INPUT AND 7 lout 350mA (12XIW@110V)

OUTPUT. 12+24VDC POWER SUPPLY TO BE
ORDERED

R bt

IP67 CLASS Il SELV.

240 “

DIMMABLE: PUSH-DIM OR 1...10V

DMX
A OUT 24y  DMXIN
120
Accessories chart
acc.code P |136| 75 | 76 | 106|184 | 175|147 | 110 | 155|156 | 141 | 142 | 143 | 186 | 187
prod.code V¥
MiniMartina 316L
105171143 | e o | o
105173143 | o o | o | o | o
Martina 316L
105172144 | o | @ | @ | @ LI R I A Y
105174144 | o o | o | o | o
MaxiMartina 3161
105211145 | o | @ | @ o | o | o
105256145 | o o | o | o | o
105266145 | @ | o | @ I I N Y
2013

156
POWER SUPPLY 100W /120+240V - 24V d.c.
P67 CLASS Il SELV.
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Midna

¢ Outdoor luminaire for surface installation on wall

e Configuration: polycarbonate structure and die-cast aluminium
covering EN AB-47100 (low copper content).

* Double layer coating for high resistance to corrosion: chemical
conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder.

* Expanded silicone gaskets.

* Protection Rating: IP65

e In compliance with EN 60598-1 standards

e (Class of insulation: |

e Installation: wiring through two EPDM cable holders (8¢<g<13mm
cables). Outdoor use requires suitable flexible cables assuring the

watertightness of cable holders. Installation through two dedicated
fixing holes external to the sealed unit.

1. White 2. Aluminium 3. Anthracite 4. Black 9. Rust-red
Wall fitting The fitting is equipped

with 2 cable input.

]
——

Protection against

\ impact.
D IK 09 - 10,00 joule

ares’

2013

P65 ¥ © (€

Dimensions

220
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e~
220

n
@
o
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Midna / Unidirectional

Midna -&; LED / Unidirectional

Midna / Bidirectional

ares

529001
TC-DEL 18W G24g-2
Electronic ballast 1.00
{{2.00
3.00_
4.00..
5.00_.

cd /1000 Im B
—0/C180 -+ £90/C270 a=33.9°+33.9° B=58.0"+58.0"

529002 ®
COOL WHITE LEDs Med
8W/220-240V 80
Total power 11,5W 20
LED Im 560 2
Electronic power supply included 3
" cd/1000m )

—0/C180 -+ £90/C270 a=44.6"+446° B=50.3"+50.3"
529003 &
NATURAL WHITE LEDs
8W/220-240V
Total power 11,5W
LED Im 532

Electronic power supply included

529004 e
WARM WHITE LEDs

8W/220-240V

Total power 11,5W

LED Im 505

Electronic power supply included

529005

TC-DEL 18W G24qg-2
Electronic ballast 1.00
2.00
3.00_.
4.00..
5.00_.

= cd /1000 Im . [3
—C0/C180 -+ £90/C270 a=33.9"+339" $=58.0"+58.0"

2013



Midna -,l:;; LED / Bidirectional

529006
COOL WHITE LEDs
2x8W/220-240V
Total power 21W
LED Im 2x560

Electronic power supply included

d/10000m
— /180 ----C90/C270

529007
NATURAL WHITE LEDs
2x8W/220-240V
Total power 21W
LED Im 2x532

Electronic power supply included

529008 )
WARM WHITE LEDs

2x8W/220-240V

Total power 21W

LED Im 2x505

Electronic power supply included

a=446°+446"

B=50.3"+503"

45
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Yama - P65 7 © (€

 Outdoor cylindrical luminaire for installation on ceiling. Dimensions

e Configuration: extruded aluminium structure with die-cast aluminium
fixing base and frame EN AB-47100 (low copper content).

* Double layer coating for high resistance to corrosion: chemical
conversion coating on the aluminium surface followed by a first layer
of epoxy powder and a second finishing layer of polyester powder.

00€

e Tempered transparent glass mechanically glued to the frame and
moulded silicone gasket

* Protection Rating: IP65

@
@
Q

e In compliance with EN 60598-1 standards

-
e Class of insulation: | 2110
w

e Installation: wiring through two EPDM rubber cable glands (5<@d<gmm
cable). Outdoor use requires suitable flexible cables assuring the
watertightness of the cable glands.

1o

0o¢g

1. White 2. Aluminium 3. Anthracite 4. Black 9. Rust-red

2150

Ceiling fitting * The fitting is equipped
with 2 cable input.
. 2150

Protection against
impact.

IK 05 - 0,70 joule*

IK 07 - 2,00 joule**
*(version @ 110 mm)
**(version @ 150 mm)

VA
N
“
O

2013
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Yama ;2:.'; LED / @ 110mm - H 170mm - Narrow Beam 10°

531004 e
COOL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1750 = FIXT Im 772

Kit with Remote electronic power
supply

531005

NATURAL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1600 = FIXT Im 733

Kit with Remote electronic power

supply

531006 e
WARM WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1450 = FIXT Im 667

Kit with Remote electronic power
supply

Yama ;2:.'; LED / @ 1T10mm - H 170mm - Medium Beam 30°

COOL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im1750 = FIXT Im 689

Kit with Remote electronic power
supply

531001 @
S

531002

NATURAL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1600 = FIXT Im 654

Kit with Remote electronic power
supply

531003 @
WARM WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1450 = FIXT Im 596

Kit with Remote electronic power
supply

48 2013
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Yama -,l:i; LED / @ T10mm - H 300mm - Narrow Beam 10°

531010 )
COOL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1750 = FIXT Im 772

Electronic power supply included

531011

NATURAL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1600 = FIXT Im 733

Electronic power supply included

531012 &
WARM WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1450 = FIXT Im 677

Electronic power supply included

Yama -,l:i; LED / @ T10mm - H 300mm - Medium Beam 30°

531007 )
COOL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1750 = FIXT Im 689

Electronic power supply included

531008

NATURAL WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1600 = FIXT Im 654

Electronic power supply included

531009 &
WARM WHITE CLUSTER LED
12W/110+240V

Total power 15W

LED Im 1450 = FIXT Im 596

Electronic power supply included

2013 49
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Yama ;2:.'; LED / @ 150mm - H 170mm - Narrow Beam 15°

— 531016

= COOL WHITE CLUSTER LED @
16,5W/110+240V
Total power 19W
LED Im 2500 = FIXT Im 1586
Kit with Remote electronic power
supply

531017

NATURAL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2300 = FIXT Im 1449

Kit with Remote electronic power
supply

531018 e
WARM WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2100 # FIXT Im 1323

Kit with Remote electronic power
supply

Yama ;2:.'; LED / @ 150mm - H 170mm - Medium Beam 40°

531013 e
= COOL WHITE CLUSTER LED

16,5W/110+240V

Total power 19W

LED Im 2500 = FIXT Im 1503

Kit with Remote electronic power

supply

531014

NATURAL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2300 = FIXT Im 1380

Kit with Remote electronic power
supply

531015 e
WARM WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2100 # FIXT Im 1260

Kit with Remote electronic power
supply
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Yama -}j;; LED / @ 150mm - H 300mm - Narrow Beam 15°

531022 ®
COOL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2500 = FIXT Im 1586

Electronic power supply included

531025

NATURAL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2300 = FIXT Im 1449

Electronic power supply included

WARM WHITE CLUSTER LED
16,5W/110+240V
Total power 19W
LED Im 2100 = FIXT Im 1323

Electronic power supply included

Yama ;lji; LED / @ 150mm - H 300mm - Medium Beam 40°

531019 ®
COOL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2500 = FIXT Im 1503

Electronic power supply included

©
531024 ®

531020

NATURAL WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2300 = FIXT Im 1380

Electronic power supply included

531021 ®
WARM WHITE CLUSTER LED
16,5W/110+240V

Total power 19W

LED Im 2100 = FIXT Im 1260

Electronic power supply included
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